
[EN 12667 & EN10456]

[EN 12667 ]

Varikaldenurk / Internal friction angle, φ for vertical loads ≤ 120
 KPa Large static triaxial test. 

Green Gravels OÜ
Tehas / Factory: 
Krossi tee 6, 
Järvakandi, Eesti

Kapillaarvee imendumine / Capillary water absorption after 50 
weeks, packing 30%

 3,9 kg/m²
[EN 1097-10]

Soojusjuhtivus / Thermal conductivity [λ], Wet, drained 0,107 W/mK

Soojusjuhtivus / Thermal conductivity, [λD], Dry material 0,097 W/mK

Tugiseinad / 
Retaining 

floors

0,6 m 1,0 m 0,3 m

Kergtäide /
 Light filling Ditches

Kraavid /

www.gravels.ee 
info@gravels.ee 

Tel: +372 5400 4959

Kergtäitematerjali tüüp / Type of light weight aggregate
LC6 - vahtklaas / foamed glass

Tera suurus / Grain size 10-63 mm [ EN 933-1/EN 933-2 ]

Kergkillustik / Foam glass gravel VitriCel™ 10-63 mm

Puistetihedus  /  Loose bulk density 210  kg/m³  +/-  15%
[EN 1097-3 ]

Kapillaartõus / Capillary rise <120 mm
[EN 1097-10]

Külmakindlus / Freezing and thawing resistance             0,2%
                                                                                                                                  [EN 13055]

Maksimaalne kihi paksus enne tihendamist / 
Maximum layer thickness before compaction

Tihenemisaste /           15 - 25 %     
Volume change during compaction        

Mahukaal, y pikaajaline / Dimensioning density, y long-term 3,5 kN/m³

Tera kuju /  Grain shape Fraction

45º

Kavandatud  kasutusotstarve / Intended use  
U4  -  hüdrauliliselt  seotud  ja sidumata  segud  /  unbound  and hydraulically bound mixtures

Terade tugevus / Crushing resistance at 20% deformation. 0,9 N/mm²    
[EN 13055 Annex C]


